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A multiband antenna optimized for ADS-B (1090 MHz) reception with additional usable bands at 3.2–4.0,

4.72–5.2 and 5.4–5.8 GHz. 50 Ω, 3.5 dBi typical. For ADS-B transponder monitoring and 5G-band reception.

Features

•  Frequency range: 1090±20 MHz(-10dB,S11); 3200–4000 MHz(-10dB,S11); 4720–5200 MHz(-10dB,S11);
5400–5800 MHz(-10dB, S11)

•  Gain: 3.5dBi(typical)

•  VSWR: 1.1–1.5(typical, in-band)

•  Connector: SMA-K (female)

•  Power handling: ≤5W

•  Optimized for its application band(s)

Applications

ADS-B transponder signal transmit / receive; 5G-band reception; aircraft tracking.

Specifications

Parameter Specification

Impedance 50Ω

Dimensions 171mm*19.5mm*1.6mm

Power Handling ≤5W

Usable Frequency Range
1090±20 MHz(-10dB,S11); 3200–4000 MHz(-10dB,S11); 4720–5200
MHz(-10dB,S11); 5400–5800 MHz(-10dB, S11)

Return Loss below -10dB(seeS11Fig.)

Gain 3.5dBi(typical)

VSWR 1.1–1.5(typical, in-band)

Connector SMA-K (female)


