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A multiband PCB antenna covering 2.4–2.5 GHz and 4.6–6.0 GHz with 8 dBi typical gain, VSWR 1.1–1.5 and 10

W handling. For Wi-Fi / Bluetooth / Zigbee, 5.8 GHz WLAN and 5.8 GHz video links.

Features

•  Frequency range: 2400MHz – 2500MHz(-10dB,S11); 4600–5300MHz,(-10dB,S11);
5400MHz–6000MHz(-10dB,S11)

•  Gain: 8dbi± 0.7dbi(typical)

•  VSWR: 1.1–1.5(typical, in-band)

•  Connector: SMA-J (default)

•  Power handling: 10W

•  Optimized for its application band(s)

Applications

Bluetooth, Wi-Fi / Zigbee and WPAN devices; smart-home gateways; point-to-point links; 5.8 GHz WLAN and 5.8

GHz video; ETC.

Specifications

Parameter Specification

Impedance 50Ω

Dimensions 95mm*14.5mm*0.8mm

Frequency Range
2400MHz – 2500MHz(-10dB,S11); 4600–5300MHz,(-10dB,S11);
5400MHz–6000MHz(-10dB,S11)

Return Loss 10dB(seeS11Fig.)

Gain 8dbi± 0.7dbi(typical)

VSWR 1.1–1.5(typical, in-band)

Max Power 10W

Connector SMA-J (default)


